LI-USB30VB1940-VCL-OMS-GM2B_Firmware_Release_Note_20240723

* Copyright (c) 2@4, Leopard Imaging Inc. All Rights Reserved.

Overview

This firmware is forLl-USB30VB1940-VCL-OMS-GM2B camera.
This firmware support2560x 1984@ 30fps.
This cameraoutputs RAW RGBIR data

Platform Camera

1 xLI-GMSL2-USB 1 xLI-VB1940VCL-OMS-GM2B
Cable AdapterCarrier Board

1 x USB 3.0 MicreB cable 1 x 12VDC power supply

1 x FAK-SMZSMZ Fakra cable

/ USB 3.0 Cable

Connect to J1

12V Power Supply

Fakra Cable

support@leopardimaging.com Leopard Imaging Inc. 910 Auburn Ct
www.leopardimaging.com Fremont, CA 94538



file:///C:/Users/LeopardImaging/Downloads/Marketing/Images
file:///C:/Users/LeopardImaging/Downloads/Marketing/Images

LI-USB30VB1940-VCL-OMS-GM2B_Firmware_Release_Note_20240723

Revision SVN version Release Date Author Tested By
2024 _07_23 07/232024 Shelby Hache
Updates

Revision Description Release Date
2024 07 _23 First Release 07/23/2024
Known bugs
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Setup Procedur&/3

- Hardware:

1. LI-VB1940VCL-OMS-GM2B x 1

2.LI-GMSL2-USB T Testerx 1

3. FAK-SMZSMZ Fakra cable x 1

4. USB 3.0Micro-B cable x 1

5. LI-PS1201 x 1

- Hardware Setup:

Connect the camera and BS.0 Testeboardas the picturen the first page.
- Software:

This camera kit can be tested with any onthebelow software

1. Camera tool(Windows OS)

The Camera tool can be downloaded fribvi@link below:
https://www.dropbox.com/scl/fi/67jzf49ndwtrwc8vewgzj/CameralUSB30 3 2 20190622
1.7z?rlkey=8vluapabiyubmt92fh8cnco25&st=qcpz8e4r&dl=0

't s bet t-giptounampressahe patkage 7
http://www. 7-zip.org/download.html

And installthe software belownyour PC
https://www.dropbox.com/s/6uswl40z8rgh2et/vcredist x86.exe?dI=0

If needed, you can also downlotie camera tool SDK
https://www.dropbox.com/s/j6ccl8cvt75qu29/USB30 CameraTool SDK rev1440 20190622.7z?dI=0

2. Linux Camera tool (Linux OS)

TheLinux camera tootan be downloaded from link below.
https://www.dropbox.com/s/4Am2efo696px9739/linux camera-rmaster 20190624.zip?dI=0

For how to install it, please refer to the README.md in below link. (the latest version of Linux camerg
may have an issue, so please use above Linux camera tool)
https://github.com/L101/linux_camera_tool

Please follow the README.md in GitHub to install the Linux camera tool.
There are instructions online for how to install the OpenCVWbuntu OS
Below is an example
https://www.learnopencv.com/instalpencv3-4-4-on-ubuntu18-04/
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https://www.dropbox.com/scl/fi/67jzf49ndwtrwc8v6wgzj/CameraUSB30_3_2_20190622-1.7z?rlkey=8v1uapabiyubmt92fh8cnco25&st=qcpz8e4r&dl=0
http://www.7-zip.org/download.html
https://www.dropbox.com/s/6uswl40z8rqh2et/vcredist_x86.exe?dl=0
https://www.dropbox.com/s/j6ccl8cvt75gu2g/USB30_CameraTool_SDK_rev1440_20190622.7z?dl=0
https://www.dropbox.com/s/4m2efo696px9739/linux_camera_tool-master_20190624.zip?dl=0
https://github.com/LI01/linux_camera_tool
https://www.learnopencv.com/install-opencv-3-4-4-on-ubuntu-18-04/
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Run Camerd/3

- Camera Tool (Windows OS)

1. Connect the cameraportJ1 of USB 3.0 Testefrefer to picture in page 1)
2. Plug in the 12V power supply to USB 3.0 Tester.
3. Connect the camerayour PC (USB3.0 por} using theUSB 3.0 cable.

4. Open camera Tool.

Please make sure to complete these steps in numericalStefe2 and3 cannot be reversed.

Color matrix:

You can adjust the color
matrix in Option#,
Configuration

CLOSE

Capture ImageThe images
can be captured by clicking
Optiongy Capturelmage.
Two images (RAW and
BMP) will be saved to PC.

Options | Plugins  About

CameraProperty

CameraPropWin

MonoSensar
You canchange to MonoSensc
in Optionsy MonoSensor

Change settings using 12¥ou can use the
camera tool to adjustettings such asxposure
and gain

I2C Addr: 0x20
Exposure: OxC7C

| Gain:0xC79
Capturelmage
TriggerMode »
SetTriggerDelay
PixelOrder 4
MonoSensor
support@leopardimaging.com Leopard Imaging Inc. 910 Auburn Ct
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Run Camer2/3

The raw image can be viewed by ImageJ.

. Import>Raw...

Image type: [16-bitUnsigned  ~|

width: [2560  pixels

Height [1984  pixels

Offsetto firstimage: IOi bytes
Number ofimages: [1

Gap between images: IO— bytes

[™ White is zero

|w Littie-endian byte order
[~ Open all files in folder
™ Use virtual stack

OK | Cancel| Hel|:-|

Rawto-RGB function Sui i orted
T AMcap = o X

File Devices Options Capture Window Help

Note: This camera tool supports Réw
RGB function which will reduce the
display frame rate. You can click
OptionsA DisableDisplayto get actual
frame rate from the sensor. You can als
use other regular software (likevicap)

to get higher frame rate, but the video
will be green due to lack of Rate-RGB
conversion function.

L-vB1940
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Run Camera/3

- Camera Tool (Linux OS)

1. Connect the camera to J1 of USB 3.0 Teftefer to picture in page 1)

2. Plug in the 12V power supply to USB 3.0 Tester.

3. Connect the camera to P@YB3.0 por} through USB 3.0 cable.

4. Opena terminal and usthe command | e o pcaarrd™ t o open t he camer a.

Please make sure to complete these steps in numerical$teies.2 and 3 cannot be reversed.

Set the camera as below to get better imgggity.

Camera Control

File Help

ESC C|OS€ :)J[f(j(_]f’f]\f]g WII’WdOW Device: Leopard Imaging - LI-VB1940 Firmware Rev: 2168 EXIT

Current Res:2560x1984 Sensor Datatype: O RAW10 () RAWI12 [ YUYV RAWS

Raw Camera Pixel Format: BGGR © GBBR RGGB GRBG MONO
Current FpS: 1 767 Enable auto exposure Enable auto white balance Enable auto brightness&contrast
Exposure: 0
Gain: 0
12C Addr: 0x | Just sensor read/write
Register Addr width: O 8-bit 16-bit
Register Value Width: © 8-bit 16-bit
Reg Addr: 0x Read
Reg Value: 0x | Write
Capture: Capture bmp Capture raw
Gamma Correction: 1 Apply
Trigger Sensor: Enable Shot 1 Trigger

Black Level Correction: 0 Apply
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Note 1/3

This camera kits preloadedwith Firmware (in USB 3.0 Tester) and FPGA (in USB Tester)
If there are any new firmware and/or FPGA binary from Leopard Imaging, you can refer to below insti
to update them.

1. Firmware Update:
Pleasause thd.P_USB3_FirmwareUpdateToolin the camera tool folder to update the firmware.

)Click “Erase” to er

2Click “FW Update” b

WestBridge driver, check below)

3) The updaterocess may take about 15 seconds.

4) If the process takes too long, please disconnect the USB and reconnect it to PC.
Then ty the update tool again.

ase he ol d firmware.
ut t t

t
on o select the |if f

——Install WestBridge:
I f the camera cannot be recognized after you
on the Device Manager, please download the driver from the link below and install it.

https://www.dropbox.com/s/4yx2p31b7go2gjx/\WestBridge driver.zip?dI=0

1)Right <c¢click on “WestBridge” and select Updat
2) Choose'browse my computérfor driver software.

3) Click Browse, locate the driver at the downloaded and unzipped foldeeni@drivenbin\ for example)
I f your PC has Win7 or | ater version, pl ease
4) Click next and complete the installation process.

After install the driver, please update the firmware again.

support@leopardimaging.com Leopard Imaging Inc. 910 Auburn Ct
www.leopardimaging.com Fremont, CA 94538


file:///C:/Users/LeopardImaging/Downloads/Marketing/Images
file:///C:/Users/LeopardImaging/Downloads/Marketing/Images
https://www.dropbox.com/s/4yx2p31b7qo2gjx/WestBridge_driver.zip?dl=0

LI-USB30VB1940VCL-OMS-GM2B_Firmware _Release _Note 20240723

Note 2/3

2. FPGA Update:
FPGA Binary:mipi2cmos_4lane_raw10_v1.3.Trlit

1) Download the Lattice programmer tool softwBregrammer Standalone 3.10 64it for Windows from
link below and install it to your PC.

http://www.latticesemi.com/programmer

2) Connect the HAUSBN-2A or HW-USBN-2B to J2 of LIMAX9296-DESER board. Below is the pinout
You may need to build an adapter cable for the programmer tool and J2. J2 is a 1.27rmtefécke.
Below pins in red need to be connected.

Onl pins in red need to be connected:

TI954 Board <— —> HW-USBN-2B TI1954 Board <— —> HW-USBN-2B

J2 TCK/SCLK*
FC: SCL
20021311-00010T4LF
1 2 SCK D19 el
4 R13 10K SDA D24 3 4 SDO D18
R1 10K SCL D26 5 6 SPI CS N
Y% - 8 SDI D20 S0l [ veet ]
2 10 CRESET B .

PR . * Indicates fiywire connections required for most basic JTAG programming.

oS X o 7
2 p
3 aw AR,

3w
, |" 133382888338 @) &

“128888888885% O

wrnr
F

T—

- = ]
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Note 3/3

3) Connect the USB3.0 Testenytour PC via USB 3.0 cable
4) OpenLP_USB3_FirmwareUpdateToolin the camera tool foldendcl i ¢ k “ Er a s frfiware.o
5) Open Lattice software (which you installed in 1). The Dexi n a me

‘settings of “Operati

File Name
Cable Settings

Detect Cable
Cable: HW-US -
Port: E2USB- -
Custom p

Programming Speed S
(® Use default Cloc

o O use custom Clos

%

o TCK Div 1

2

; 1/0 Settings

<]

8 @ usedefault /O

O use custom [JO
INITN pin o
DONE pin ct
>
Message

INFQ - Scanning USB Port EzUSB-0...

INFO - Scan completed successfully.

C1: 1 2
Enable Status Device Family Device Operation
1 LIFMD |LiF-mDE000 | [FastProgram :
{& LFMD - LIF-MD6000 - D.. 7 X ‘
General Device Information
Device Operation
Access mode: SPI Flash Programming
Operation: SPI Flash Erase,Program, Veril -
Programming Options
Programming file: +_lvds2mipi_top.rbt .
Device Options
[ Reinitialize part on program error
SPI Flash Options
Family; SPI Serial Flash
Vendor: Micron
Device: SPI-M25P16
Package: 8-pin SOIC
SPI Programming
<
Data file siz 163466 Load trom Fi
Output Start address (Hex |0xpo000000 -
Lattice VM Drivers detected (HW-DLN-3C (Parallel), HW-U| End address (Hex) 0400020000 -
Programmer device database loaded | ‘ Erase SPI part on programming «
INFO - Scanning USB Port EzUSB-0... BE SPI fiash gold th
INFO - Scan completed successfully. oecure ash goken paktern
WARNING - Cannot identify detected device on row 1. Plg
<
Output el Console oK Cancel fq' Info*
EReadv

6) Click program icon.
i, Diamond Programmer - Untitled *

File Edit View Design Help

red 2 eed K8
Enable Status Device Family

7) It may take 9s to program the FPGA.

Output

Disabling. ..

Verifying. ..

Finalizing...

INFO - Execution time: 00 min : 09 sec
INFQO - Elapsed time: 00 min : 09 sec

INFO - Operation: successful.

Output  Td Console

8) Refer to the “Fir

mwar e Update” section

s h- D 6 d OSetédhe “
on"” as below and click

L
q
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