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The IMX462-MIPI-M12 is a MIPI CSI-2 camera with Sony STARVIS 2MP back-illuminated CMOS image sensor

IMX462. This camera outputs 1937 x 1097 RAW data.

—=o SPECIFICATIONS

Sensor

Sony Diagonal 6.46 mm (Type 1/2.8)
2MP CMOS Image Sensor IMX462

Optical Format

1/2.8"

Resolution

1937 (H) x 1097 (V) (active pixels)

Pixel Size

29 x 2.9 pm

Output Format

10-bit / 12-bit RAW data

Maximum Frame Rate

120 fps @ 1920 x 1080

ISP

Not included

Color / Mono

Color sensor

Interface

4-lane MIPI CSI-2

Power Consumption

250 mA @ 5 VDC
(1920 x 1080 @ 30 fps)

—=o APPLICATIONS

® |[oT
® Drone
® Robots

—e LENS SPECIFICATIONS

Effective Focal Length

4.063 mm

Aperture, F/#

2.29 + 5%

Field of View (FOV)

81.7° (H) @ IH 2.784

44.7° (V) @ IH 1.566

95.1° (D) @ IH 3.194

Operating Temp

TBD

TV Distortion

-9.3%

Storage Temp TBD Relative lllumination 59.1% @ 1.0F (IH 3.194 mm)
Weight ~15g IR Filter 650 nm IR cut filter
Part# LI-IMX462-MIPI-M12 Lens Mount M12 x 0.5
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I-PEX 0.4mm pitch connector
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NOTE:
* ® marked are important sizes.
* Other unmarked tolerances are = 0.3 mm. Unit: mm
—= |INTERFACE J2
Jz2
MIFPI1 D3P 33
B Connector Part#: 20525-030E-02 ) MIFTT_D3N 2 34
MIFI1_D1P 3 35
® Number of Positions: 30 P MIPTT_ DTN 3 N
MIPI1_ CP [
B Pitch: 0.4 mm L — MIPTT_CN 7
— WP D0R 5
B Mating |-PEX cable: LI-FAW-1233-xx MIPIT_D2P 70
< > MIPI1_D2N 11
W 37.125MHz Oscillator included to supply = 1
o CAM gCL
CAM _SDA 4
sensor input clock CAM RST £
CLE_IN R5 22 INC 1?
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B Sensor 12C address: Ox1A (7-bit) =1 18
1 GPIO2
B External power supply: 3.3V TEST 20
12 TX1_GPIO1 22
B 29V (analog), 1.8V are generated from board 1ve R7 . . ORMG 2
3V3 OR/NC[ ~ 25
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REVISION HISTORY

Revision

Description

Release Date

1.0

First release.

05 Jun 2020

1.1

Deleted info quoted from sensor spec.

27 May 2022

1.2

Updated lens info and related 2D dimensions, weight and product images.

06 Sep 2022
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